
Bottom of Bowl

Installation Instructions for the                          Dual Flush Kit and Bonus Pack
SHUT OFF AND DISCONNECT YOUR WATER SUPPLY BEFORE PROCEEDING!

REMOVE THE TOILET TANK PER MANUFACTUERS INSTRUCTIONS!

1. Hold the base of the flush valve 
and rotate until the  two plastic 
nubs located on the flush valve 
body line up with the slots on the 
base and remove the valve body.

2.Remove the nut and plastic 
washer from the Flush Valve Base 
and Insert the Flush Valve Base 
into the tank. Install the washer 
and threaded nut.
(HAND TIGHTEN ONLY)
3. Install new bolts as shown in 
image above, using the 
configuration as shown on the 
image to the right.
Note: Some tanks require 3 bolts. 
The third bolt is supplied.

4. Install the rubber gasket onto the 
Flush Valve Base

Inside Tank

Bottom of Tank

NOTE: In some close 
fitting tanks the Bottom
of Tank assembly is not used 
because there is not enough room 
between the tank and the bowl. 
In this case just secure the tank to 
the bowl with the Bottom of Bowl 
Assembly

5. Install the tank onto the bowl 
securing it using the bolts as shown in 
the previous images. The inside of 
your tank should look similar to the 
image above. Do not over tighten or 
tighten one side more than the other.

7. Twist the Flush Valve body into 
place onto the Flush Valve base.

8. Install the handle 
into the opening in 
the tank. The nut and 
flat rubber washer go 
to the inside of the 
tank. The nut has right 
handed threads.
Note: The square 
rubber washer is for 
openings that are 
larger than normal.

9. Firmly insert the 
handle into the 
hollow shaft in the 
cable box. 
Push the sliding lock 
over to secure the 
handle to the cable 
box.
Note: The cable box 
can  rotate to any 
position to adjust to 
different types of 
tanks
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For more detailed instructions and technical help visit  www.beingwater.com or call 707 969 7281 

6. Install the Fill Valve using the 
supplied separate instructions.
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In some cases the square rubber 
washer will have to be substituted 
for the round washer with the 
square center supplied with the 
kit. A washer is needed between 
the handle and the tank for 
clearance.

NOTE: The bolt and gasket set are 
supplied only with the Bonus Pack. If 
you purchased the Kit you will need to 
reuse your old bolts and gasket.
Also make sure that the supplied 
gasket will work in your installation 
before discarding your old gasket. In 
rare occasions, the old gasket will 
have to be reused or a different one 
purchased from you local outlet.  



PAGE 2

ADJUSTMENT
11. Reconnect the water line to the 
base of the fill valve and fill the tank. 
You will want to adjust the water level 
so that it is at least an inch above the 
top of the new dual flush valve.
Depending on the tank configuration it’s 
possible that the water level may have 
to be higher. This would be the case if 
you can’t get a full evacuation on the 
half flush in the lowest adjustment as 
described in 11. 

12. Using the slide valve 
adjustment, move it up 
until it stops. This is the 
minimum half flush setting. 
Flush the toilet swinging 
the handle to the right (or 
down).  If there is a 
complete evacuation of 
the bowl, no further 
adjustment is necessary.

If the bowl does not empty completely , move the 
tab down several clicks and flush again. Repeat 
until you are satisfied with the flush.

13.You can also adjust 
the amount of water 
used for the full flush. 
Sliding it up uses less 
water. Sliding it down 
uses more water. Test 
the same as with the 
half flush. In older 
toilets you can save 
over a gallon of water 
on the full flush. 

CONGRADULATIONS!
You should now be able to get many 
more years of efficient service out of 
your toilet. The difference is that you 
are now saving large amounts of water 
and you are contributing to our 
environment by not sending that still 
useful toilet to the landfill.

HAPPY FLUSHING 

Tips and Tricks
My toilet doesn’t flush completely on the half flush.
Raise the water level in the tank and slide the adjustment down to get a stronger half flush.

The handle binds when I try to flush
Readjust the cable box so that the cable has as few bends as possible and no kinks. The cable box will install in any 
direction. Make sure that there is space between the rear of the handle and the tank body.

Water leaks out of the tank into the bowl and the fill valve comes on.
Readjust the cable box so that the cable has as few bends as possible and no kinks. The cable box will install in any 
direction. Make sure that there is no debris on the bottom of the valve piston or the valve base.

Water leaks onto the floor when I flush the toilet.
The tank to bowl gasket isn’t seating all of the way into the bowl or it is askew. Check its positioning and make sure that 
there is good contact. You can tell if it is making contact by how the tank feels on the bowl. If it feels a little soft then there 
is good contact. If it feels hard then you may not be getting good contact. If you installed the hex nuts as described in item 3
you may need to remove them. Check your gasket depth against the depth of your old gasket. Some older toilets such as 
Gerber require a deeper gasket. This can be accomplished by placing the thinner gasket on the valve base nut first and then 
installing the larger gasket

10. The overflow tube adjusts 
from 8” to 13”. Make sure that it 
is set to at least 2” above the 
water line

For more detailed instructions and technical help visit  www.beingwater.com or call 707 969 7281 
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Water Saving Fill Valve         Installation Instructions
Shut off and disconnect water line from toilet before proceeding! 

REPLACING THE VALVE
1. Remove the old fill valve from the toilet tank
2. Remove the supply line nut, retainer nut and washer (A) from the fill valve stem. Note: 

In most case you will not use the supply line nut. It is only supplied in case you have an 
older tube style supply line without an end fitting.

3. While holding the lower portion of the fill valve, twist the upper portion of the fill valve 
counter clockwise ¼ turn and raise the fill  valve to the desired height. Then turn 
clockwise to re lock it.

4. Test the height by placing the fill valve in  position and looking to see if the top of the 
bowl (C) is level with the old  water mark.  

5. Insert the valve into the tank, install the nut and washer (A), and hand tighten securely.
6. Reinstall the water line to the valve. Don’t turn the water on yet!
7. Insert the hose end of the bowl fill valve  (B) over the hole (D) in the upper portion of the 

fill valve.
8. Insert the Adjustable Bowl Fill Valve (B) onto the overflow tube on the flush valve

ADJUSTING THE FILL VALVE
1. Turn on the water to fill the tank.
2. The valve should be at the approximate height from #4 in REPLACING THE VALVE 

section.
3. Using your thumb or a screwdriver, adjust the float height to the exact required 

position for your tank and flush valve. The screw will click solidly with each turn. 
This is a normal sound and part of the locking mechanism in the adjustment 
screw. You may have to drain a bit of the water from the tank for the valve to 
activate while you are adjusting it.

For more information 
and Technical help go to 
www.beingwater.com 
or call 707 969 7281
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Overflow tube design may vary 
depending on flush valve model

ADJUSTING THE BOWL FILL VALVE
The average toilet fills the bowl when the tank is about 1/3 full. The rest of the water is wasted down the drain.
1. With the tank full, take note of the level of water in the bowl. Make a mark with a pencil or pen at the water 

line.
2. With the Bowl Fill Valve (B) open, flush the toilet using a full flush and watch to see how long it takes for the 

bowl to fill to the mark. If it coincides with the filling of the tank then no reduction in flow is necessary.  If the 
bowl fills before the tank fills, reduce the flow of water by turning the thumb screw.  In some installations 
where there is high water pressure, spattering of water may occur from the end of the valve.  If this occurs, 
place a short 1” piece of tubing on the end of the bowl fill valve to eliminate the problem.

3. If you are installing this valve with our dual flush kit,  repeat this process with the half flush.  This is where it 
can get tricky. There is less water going into the bowl from the half flush than the full flush. So if you  allow the 
bowl to completely fill on the half flush then you will be wasting water on the full flush. A simple remedy is to 
adjust the flow on the half flush so that the water level is about 1” below the mark you made in the bowl.  
This way you may waste a little water on the full flush, but not very much.  Don’t set it so that the water level 
is so low that sewer gases  can come up from the built in trap on the toilet. The water in the bowl keeps that 
from happening.

The biggest cause  of fill valve 
failure and leakage is particles 
of rust and sand that get 
caught in the valve 
mechanism. Our Better Fill 
Model BF- LABA206B has a 
stainless steel filter to catch 
and particles that may be in 
the line. So you can just clean 
a filter instead of buying a 
new fill valve 


